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200 Series Regulators

Body
Chrome-plated forged brass

Bonnet
Chrome-plated die cast zinc

Seat
PTFE

Filter
10 micron sintered bronze

Diaphragm
316L stainless steel

Internal Seals
PTFE

Maximum Inlet Pressure
3000 PSIG (210 BAR)
4500 PSIG (310 BAR) Optional

Temperature Range
-40°F to 140°F (-40°C to 60°C)

Gauges
2 1/2" diameter chrome-plated brass

Ports
1/4” FPT

Helium Leak Integrity
1 x 10-8 scc/sec

Cv
0.28

Weight (212 3331-580)
5.1 lbs. (2.3 kg)

 212 2331 shown

Capsule® Seat
Increased serviceability and life

316L Stainless Steel Diaphragm
No inboard diffusion

Forged Body
Durable, long-lasting construction

Field-Adjustable Pressure Limit
Safeguard downstream equipment

Large Convoluted Diaphragm
Smooth pressure changes

Standard Relief Valve
Diaphragm and gauge protection

Chrome-Plated Forged Brass Body
Economical high purity design

High Flow Capacity
Supply multiple user locations

Pressure Ranges 0-15 to 0-200 PSIG
Broad range of applications

3000 PSIG Inlet Pressure Rating
Safe use with high pressure cylinders
 

• Gas supply purging
• Gas system charging
• Fuel gas supply control
• Calibration gas control

Typical Applications

• Dual Stage
• Chrome-Plated Forged Brass Body
• 316L Stainless Steel Diaphragm
• Five Port Confi guration

212 2331 shown

The 212 Series regulators are 
intended for primary pressure 
control of non-corrosive, high purity 
or liquefi ed gases (up to grade 4.5) 
for applications requiring constant 
pressure control  and del ivery 
regardless of supply pressure 
variations.

CRN OH 5216.5C
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200 Series Regulators
200 SERIES

212 A B C D -CON Options
Series

212
Outlet 
Pressure Outlet Gauge Inlet Gauge Outlet Assemblies Assembly Gauges Inlet 

Connections Installed Options

1: 0-15 0-30 PSIG 0: None 0: 1/4” FPT port 0: Bare body 000: 1/4” FPT A: Protocol alarm station 
(110V)

2: 0-40 0-60 PSIG 3: 0-4000 
PSIG 1: 1/4" MPT 1: Standard assembly

(PSIG/kPa gauges) TF2: 1/8" tube B: Protocol alarm station 
(220V)

3: 0-120 0-200 PSIG 5: 0-1000 
PSIG 2: 1/4" tube fi tting 2: Standard assembly

(BAR/PSIG gauges) TF4: 1/4" tube C: Protocol switchover 
station

4: 0-200 0-400 PSIG 6: 0-400 PSIG 3: Diaphragm valve 1/4" tube fi tting TF6: 3/8" tube G: Protocol switchover 
station with alarm (110V)

5: 0-15*
0-30 PSIG
with redline for 
acetylene use

8: 0-6000 
PSIG* 4: Diaphragm valve 1/4" MPT M06: 6mm tube H: Protocol switchover 

station with alarm (220V)

* Not available with 4500 PSIG 
Max Inlet 

9: 0-600 PSIG 5: Needle valve 1/4" MPT CGA
DIN 477
BS 341
and others
available

M: Protocol station

* Max inlet 4500 
PSIG (310 BAR) 
with PCTFE seat 
Capsule®

6: 1/8" tube fi tting Q: Protocol purge station

7: 3/8" tube fi tting T: Tee purge

8: Diaphragm valve 1/8" tube fi tting

9: Diaphragm valve 1/4” FPT

A: 3/8” BSP RH fi tting

B: Diaphragm valve 3/8" tube 
fi tting

C: 3/8” BSP LG fi tting

D: 6mm brass hose barb 
(not available if A=4 or 5)

G: 1/8” stainless steel tube fi tting

H: 1/4” stainless steel tube fi tting

M: 6mm tube fi tting

S: Diaphragm valve 6mm tube 
fi tting

  

Installation Information

Ordering Information



Flow Curves for
212 Series Regulators

200 PSIG - 2000 PSIG
(INLET PRESSURE)

200 PSIG - 2000 PSIG
(INLET PRESSURE)

2000 PSIG
(INLET PRESSURE)

1000 PSIG
(INLET PRESSURE)

2000 PSIG
(INLET PRESSURE)500 PSIG

(INLET PRESSURE)

500 PSIG
(INLET PRESSURE)

200 PSIG
(INLET PRESSURE)

10
(282)

20
(565)

100
(2820)

90
(2538)

80
(2256)

70
(1975)

60
(1692)

50
(1410)

40
(1128)

30
(846)

40
(1130)

35
(989)

30
(848)

25
(706)

20
(565)

15
(424)

10
(282)

5
(141)

FLOW RATE - SCFM (LPM) N2 FLOW RATE - SCFM (LPM) N2
OU

TL
ET

 P
RE

SS
UR

E 
- P

SI
G 

(B
AR

)

OU
TL

ET
 P

RE
SS

UR
E 

- P
SI

G 
(B

AR
)

10
(0.7)

30
(2.1)

20
(1.4)

50
(3.4)

40
(2.8)

60
(4.1)

40
(2.8)

80
(5.5)

100
(7)

120
(8.3)

140
(9.7)

160
(11)

180
(12.4)

200
(14)

220
(15.2)

200 Series Dual Stage Regulator200 Series Dual Stage Regulator


	ADC3010 AD 212 Series Regulator
	FC 212 Series

